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Windows 2003 Server 
configured as a Member Server & 

RRAS Server
FQDN: Ktec-MS1.KtecTraining.com

No gateways configured

Windows XP Client : 
FQDN: Ktec-WS1.KtecTraining.com

Default Gateway: 192.168.10.8

Network ID 
192.168.20.0 / 24

192.168.30.7

Windows 2003 Server 
configured as a DC, DNS, DHCP & 

RRAS Server
FQDN: Ktec-DC1.KtecTraining.com

No gateways configured

All Computers are located in the Windows Server 2003 KtecTraining.com domain

The DNS Server has been updated with the appropriate Host Records, Reverse 
Lookup zones, PTR records and Forwarders for the sub-netted network.

Network ID
192.168.10.0 / 24

192.168.10.8

Static Routes will be 
configured to the 192.168.10 
Network and a default route 
for internet access via the 

192.168.30.1 interface

Network ID 
192.168.30.0 / 24

ADSL Router with 
Internet Access
Static Routes 

configured to the 
192.168.10.0 & 

192.168.20.0 Networks 
via the 192.168.30.7 

interface

192.168.10.5

HUB

192.168.20.3

192.168.20.6192.168.30.1

Internet

The Administrator 
wants internet access 
to Yahoo.co.uk from 
the client computer

A default static route 
will be configured for 
internet access via 

192.168.20.6 interface


